
Antennas

High end deck hardware meets performance



6400-R
VHF
4’ (1.21m)
7lb (3.17kg)
3dB
SO-239
4187-HD
14 - 22’ (4.2 - 6.7m)
Yes

6225-R
VHF
8’ (2.43m)
9lb (4kg)
6dB
SO-239
4187-HD
≥22’ (6.7m)
Yes

6018-R
VHF
18’ (5.48m)
20lb (9kg)
8dB
SO-239
409-R or 410-R
≥22’ (6.7m)
No

6420-R
AM/FM
4’ (1.21m)
7lb (3.17kg)
N/A
N-Connector
4187-HD
All
Yes

6235-R
AM/FM
8’ (2.43m)
9lb (4kg)
N/A
N-Connector
4187-HD
All
Yes

Ethafoam Spacer System
Isolates the radiators from 
vibration and moisture for 
long, dependable service

Silver-Plated Elements
All Phase III antennas have 
silver-plated elements for 
maximum electrical efficiency 
that actually improves with age

SO-239 Connector
Remove or install 
your Phase III antenna 
without re-routing coax

Quality Conductors
Stranded, high-quality tinned 
copper inner conductor 
maximizes signal strength

12-Sided Facet
Indexes and prevents the 
antenna from rotating 
during installation

Versatile Stainless Steel Ferrule
Polished to a high luster, our versatile 
stainless steel ferrule assembly 
provides installation flexibility

6396-AIS-R
AIS
4’ (1.21m)
5lb (2.26kg)
3dB
SO-239
4187-HD
All
Yes

6390-R
HF/SSB
18’ (5.48m)
20lb (9kg)
N/A
Side-feed terminal
409-R & 410-R
≥22’ (6.7m)
No

Product Number
Frequency Band
Height
Weight
Gain
Connector Type
Suggested Mounting
Boat Length
UPS Shippable

Designed to endure the harsh environment and communication requirements of commercial, 
law enforcement and disaster management applications, the Phase III antennas meet the 
needs of even the most serious offshore anglers. 

Phase III antennas are backed by an industry-leading 8 year warranty to give you the peace of 
mind that no other antenna will last longer. Whether you install it on a vessel, base station, or 
a stationary platform, these antennas provide a host of mounting options to fit your need. And 
with their SO-239 quick connecting feature, simply install and stow away your antenna without 
the hassle of twisting or re-installing cables.

Always stay connected with maximum performance and quality.

Shakespeare Fiberglass Radome
For mechanical support, our high-
strength fiberglass radomes are 
unsurpassed in the industry
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Shakespeare is a global antenna brand with a reputation for superior quality, 
performance and durability. With manufacturing and distribution centers in 
Asia, North America and Europe, we are positioned to deliver excellent service 
to our customers worldwide. We have a rich tradition serving both military and 
civilian customers globally, and we offer our customers high quality products 
that have been perfected through a strong collaboration with professionals, 
navies and coast guards since 1952.

Ask your dealer about our full range of marine antennas 
and connectivity products
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Columbia, South Carolina 29223
US: 800-845-7750 
Enterprise Way, Fleetwood FY7 8RY
UK: +44- (0) 1253-858787

www.Shakespeare-ce.com/marine
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Maximum Performance 
& Maximum Quality

Industry Standard For 
Beauty & Performance
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